
 
 

 

SN74HCT00  2  2.0V  5.5V  

SN74HCT00  Y=A • B̅̅ ̅̅ ̅̅ ̅  Y=A̅ + B̅  Ioff 

 Ioff   

 SOP14  -40 C  +125 C  

 

➢ 2.0V ~ 5.5V 

➢ ±0.1µA ( )  

➢ -40°C ~ +125°C  

➢  TTL  

➢ 5.0V  ±32mA 

➢ SOP14  

 

➢  

➢  

➢  

➢ CPAP  

➢  

➢  NAS  

(1) 

     (2) MSL (3)  

SN74HCT00 SN74HCT00DR -40°C ~125°C SOP14 HCT00 MSL3 Tape and Reel,4000 

: 

(1)  

(2)  

(3) MSL JEDEC  
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SOP14 

 

  I/O  

1 1A I 1A  

2 1B I 1B  

3 1Y O 1Y  

4 2A I 2A  

5 2B I 2B  

6 2Y O 2Y  

7 GND -  

8 3Y O 3Y  

9 3A I 3A  

10 3B I 3B  

11 4Y O 4Y  

12 4A I 4A  

13 4B I 4B  

14 VCC -  
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 (1) (2) 

    

VCC  -0.5 6.5 V 

VI  (2) -0.5 6.5 V 

Vo  (2) -0.5 6.5 V 

Vo  (2) (3) -0.5 VCC+0.5 V 

IIK  VI<0  -50 mA 

IOK  VO<0  -50 mA 

IO   ±50 mA 

 VCC GND   ±100 mA 

 

 

    
θJA (4) SOP14   134 °C/W 

 

 

    

 
, TJ 

(5) -65 150 
°C 

, Tstg -65 150 

 

ESD  

 ESD  

   

 
ESD  

ESD 

 

 (HBM) ±2000 

V  (CDM) ±1000 

 (MM) ±200 

: 

(1) 

 

(2)  

(3) VCC  

(4)  JESD-51  

(5)  TJ(MAX) RθJA  TA  PD = (T J(MAX) - TA) / RθJA  PCB  
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 TA = +25°C =-40°C ~ 125°C  (1)  

 

 
      

 VCC  2 5.5 V 

 VIH 

VCC=2V 1  

V VCC=3.3V 1.5  

VCC=4.5V to 5.5V 2  

 VIL 

VCC=2V  0.3 

V VCC=3.3V  0.55 

VCC=4.5V to 5.5V  0.8 

 VI  0 5.5 V 

 VO  0 VCC V 

 tr, tf VCC=2.0V to 5.5V  5 ns/V 

 
TA  -40 125 °C 

(1)  VCC  GND  
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  VCC  
 

(2) (3) (2) 
 

VOH 

IOH = -100μA 2V to 5.5V 

 

VCC-0.1   

V 

IOH = -8mA 2V 1.6   

IOH = -24mA 3.3V 2.5   

IOH = -32mA 

4.5V 3.8   

5V 4.2   

5.5V 4.8   

VOL 

IOL = 100μA 2V to 5.5V 

 

  0.1 

V 

IOL = 8mA 2V   0.45 

IOL = 24mA 3.3V   0.55 

IOL = 32mA 

4.5V   0.55 

5V   0.5 

5.5V   0.45 

II A   VI=5.5V or GND 0V to 5.5V 
+25C  ±0.1  

µA 
   ±5 

Ioff VI or VO=5.5V 0V 
+25C  ±0.1  

µA 
   ±10 

ICC VI=5.5V or GND, IO=0 2V to 5.5V 
+25C  0.1  

µA 
   10 

ICCT 
One input at 3.4V, Other 
inputs at VCC or GND 

5.5V    500 µA 

Ci ( ) VCC=0V, f = 10MHz 0V +25C  1.5  pF 

(1)  VCC  GND  

(2)  25°C  100% SQC  

(3)  
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=-40°C ~ 125°C  TA = +25°C (1)  

   
(2) (3) (2) 

 

 tpd 

VCC=2.0V±0.2V CL=30pF, RL=500Ω  8.8  

ns VCC=3.3V±0.3V CL=50pF, RL=500Ω  4.2  

VCC=5.0V±0.5V CL=50pF, RL=500Ω  3.2  

 Cpd No load   18  pF 

(1)  VCC  GND  

(2) /  

(3)  
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From Output

Under Test

CL RL

S1
Open

VLOAD

GND

RL

 

TEST S1 

tPLH/tPHL Open 

tPLZ/tPZL VLOAD 

tPHZ/tPZH GND 

 

VCC 
INPUTS 

VM VLOAD CL RL VΔ 
VI tr/tf 

2.0V±0.2V VCC ≤2ns VCC/2 2 x VCC 30pF 500Ω 0.15V 

3.3V±0.3V VCC ≤2.5ns VCC/2 2 x VCC 50pF 500Ω 0.3V 

5V±0.5V VCC ≤2.5ns VCC/2 2 x VCC 50pF 500Ω 0.3V 

VM

0 V

tw

Input

tPLH

tPHL

tPHL

tPLH

VOH

VOH

VOL

VOL

VI

0 V
Input

Output

Output

VM VM

VM VM

VM VM

VI

VM

VOLTAGE WAVEFORMS 
PULSE DURATION

VOLTAGE WAVEFORMS PROPAGATION DELAY 
TIMES INVERTION AND NONINVERTING OUTPUTS

thtsu

Data Input

VI

0 V

VI

0 V

Output
Waveform 1
S1 at VLOA D

(see Note B)

Output
Waveform 2

S1 at GND
(see Note B)

VOL

VOH

tPZL

tPZH

tPLZ

tPHZ

VLOA D/2

0 V

VOL  + V 

VOH – V 

 0 V

VI
Output

Control

VM

VM VM

VM

VM

VM

VM

VOLTAGE WAVEFORMS ENABLE AND DISABLE TIMES 
LOW-AND HIGH-LEVEL ENABLING

Timing Input

VOLTAGE WAVEFORMS 
SETUP AND HOLD TIMES

 
:  A. CL  

B.  1  

 2  

C. : PRR ≤ 10 MHz, ZO = 50 Ω  

D.  

E. tPLZ  tPHZ  tdis  

F. tPZL  tPZH  ten  

G. tPLH  tPHL  tpd  

H.  

 1.   
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DIRECTION OF FEED

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 

Reel 
Diameter

Reel Width(W1)

REEL DIMENSIONS 

TAPE DIMENSION

 

Package Type 
Reel 

Diameter 
Reel Width 

(mm) 
A0 

(mm) 
B0 

(mm) 
K0 

(mm) 
P0 

(mm) 
P1 

(mm) 
P2 

(mm) 
W 

(mm) 
Pin1 

Quadrant 

SOP14 13’’ 16.4 6.60 9.30 2.10 4.0 8.0 2.0 16.0 Q1 

 

1.  

2.  0.15  
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1. 0.15mm  

2. BSC “ ”  

3.  

SOP14 (3) 

e b

E E1

D

1.27

5.2

1.27

0.6

A1

AA2 θ
c

L

RECOMMENDED LAND PATTERN (Unit: mm)

 
 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
  

    

A (1)  1.750  0.069 

A1 0.100 0.250 0.004 0.010 

A2 1.300 1.500 0.051 0.059 

b 0.390 0.470 0.015 0.019 

c 0.200 0.240 0.008 0.009 

D (1) 8.550 8.750 0.336 0.344 

e 1.270(BSC) (2) 0.050(BSC) (2) 

E 5.800 6.200 0.228 0.244 

E1 (1) 3.800 4.000 0.150 0.157 

L 0.500 0.800 0.020 0.031 

θ 0° 8° 0° 8° 
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